
Other Luxury Brands

Why do PDC finish surfaces look smoother?

The Coating Difference:



Spinner-closing technology 
- No cap No gap.

Solid Steel reinforcement

European Commercial Brand

Engineering Details



Italian Commercial Brand

General Weld and Grind



European Commercial Brand

Product Net Weight

12 lbs 14.5 lbs

12.5 lbs 15 lbs



Other Luxury Brands ς
Sharp Miter Cut

A Solid alu rod inserted, + double 
weld/polish for consistent soft Edges

PDC Difference - Engineering Details



Same foot glides for front/back legs
Back leg glide from a different injection 
mold marrying angle of tube for max. 
ground friction and longer wearing.  

The Engineering on PDC Foot Glides

Most Brands



Traditional mesh - large holes / thin 
coating ςŀ ŎƻƴŎŜǊƴ ƻŦ ƭŜŀǾƛƴƎ άƎǊƛƭƭ 
ƳŀǊƪǎέ ƻƴ ǘƘƛƎƘǎ ƛƴ ǎǳƳƳŜǊ ǎŜŀǘƛƴƎΦ

Only uses Micro-
Mesh + 3 layers 

of coating to 
achieve tiny 
holes and 

smooth surface.

Expended Steel Mesh

Traditional Wrought Iron Brands



Perspective Distortion Correction

PDC table corner legs are tilted out 1-degree to offset perspective distortion. 
An extreme rare in the industry.



Hardware and Assembly

-PDC brand has only ONEsize of bolts, 
allowing consistent high quality, better 

SKU management, and easy installs.
Presently no other brands at this level.

All PDC Table and chair base assemblies 
are Dummy-proof - if parts are aligned 
backwards, either there is no structural 
difference, or the holes ǿƻƴΩǘ ƭƛƴŜ up.


